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Module and Software Identification 

This product is accompanied by: 

PEBBLE -R qcLAMP Platform firmware. 

(01) 5210166000195 (11) 25.10.2021 (8012) 1.0.1  

PEBBLE -R qcLAMP Platform mobile application 

(01) 5210166000201 (11) 12.11.2021 (8012) 1.0.1 

PEBBLE -R qcLAMP Platform cloud system 

(01) 5210166000218 (11) 28.06.2021 (8012) 1.0.1 

 

 

Warranty and Responsibility  

All products of BIOPIX DNA TECHNOLOGY P.C. are tested under rigorous quality management processes. 

BIOPIX DNA TECHNOLOGY P.C. guarantees to ensure the quality of the product during the warranty 

period. If there are any issues related to the quality of the product, please contact BIOPIX DNA 

TECHNOLOGY P.C..  

BIOPIX DNA TECHNOLOGY P.C. warrants that the PEBBLE -R qcLAMP Platform will conform to its 

specifications and performance for a period of 24 months after its shipment date from the Seller. Non-

complying with the warnings and precautions, as well as the product instructions, during the usage of the 

PEBBLE -R qcLAMP Platform, will result to the loss of warranty. 

The warranty does not cover issues that result from: a) Servicing, fixing, or replacing the product, not 

authorized by BIOPIX DNA TECHNOLOGY P.C., b) External causes such as accident, abuse, misuse or 

problems with electrical power and c) missing or altered service tags or serial numbers. 

 

Inquiries and customer service (A/S) 

For any further information of inquiries for the product please send us an e-mail (info@biopix-t.com).  



PEBBLE -R qcLAMP Platform 

 

4 | I N S T R U C T I O N S  F O R  U S E  
v1.1 16.12.2021 

TABLE OF CONTENTS 
1. INTENDED USE ............................................................................................................... 6 

2. PRODUCT DESCRIPTION ................................................................................................ 6 

3. COMPONENTS AND PACKAGING SPECIFICATIONS ........................................................ 6 

3.1 List of components ......................................................................................................................... 6 

3.2 List of compartments ................................................................................................................... 7 

4. STORAGE AND HANDLING REQUIREMENTS ................................................................... 8 

5. ADDITIONAL MATERIALS AND EQUIPMENT REQUIRED BUT NOT INCLUDED ................... 8 

A. Equipment .................................................................................................................................... 8 

B. Consumables ................................................................................................................................ 8 

6. WARNINGS AND PRECAUTIONS ..................................................................................... 8 

7. INSTRUMENT INSTALLATION .......................................................................................... 9 

8. TEST PROCEDURE ........................................................................................................ 15 

9. BIOPIX-T CLOUD SYSTEM ............................................................................................. 35 

10. EXPERIMENTAL SETUP AND RESULTS INTERPRETATION .............................................. 37 

11. CLEANING INSTRUCTIONS ........................................................................................... 38 

12. LIMITATIONS OF USE .................................................................................................... 38 

13. TROUBLESHOOTING .................................................................................................... 39 

13.1 FAILURE ASSESMENT .................................................................................................................. 39 

13.2 TECHNICAL SUPPORT ................................................................................................................. 40 

14. MAINTENANCE ............................................................................................................. 41 

14.1 PEBBLE -R qcLAMP Platform ...................................................................................................... 41 

14.2 PEBBLE -R Platform Application ................................................................................................. 41 

15. DISPOSAL INFORMATION ............................................................................................. 41 

16. REFERENCES ................................................................................................................ 41 

17. SYMBOLS EXPLAINED .................................................................................................. 42 

18. ABREVATIONS USED .................................................................................................... 43 

19. DOCUMENT HISTORY CHANGE .................................................................................... 44 

 

 

 

 



PEBBLE -R qcLAMP Platform 

 

5 | I N S T R U C T I O N S  F O R  U S E  
v1.1 16.12.2021 

  



PEBBLE -R qcLAMP Platform 

 

6 | I N S T R U C T I O N S  F O R  U S E  
v1.1 16.12.2021 

 

1. INTENDED USE 

The PEBBLE -R qcLAMP Platform is a research apparatus for nucleic acids amplification and detection 

using real-time quantitative colorimetric loop-meditated isothermal amplification (qcLAMP).  

The PEBBLE -R qcLAMP Platform is not intended to be used as a medical device.  
 

2. PRODUCT DESCRIPTION 

The Pebble-R qcLAMP platform is a device for performing real-time colorimetric LAMP. It has a small 

size, it is lightweight and runs with low power (5V, 2.4 A). The device connects via Bluetooth to a 

smartphone or tablet and operates through an Android based application (Pebble-R platform) 

powered by BIOPIX-DNA Technology P.C.  

Pebble-R employs a mini digital camera for monitoring in real-time the transition through  various  

color  shades  during  colorimetric  LAMP  amplification.  The  camera  collects  non-calibrated  images  

at  predefined  time  intervals  (10  sec  interval)  and  automatically  extracts  the  red, green, and blue 

(RGB) channel values. Color  change  is  expressed  as  color  index  units  (pixels)  on  the  Y-axis  of  a  

real-time  curve  that  is displayed on the screen of a smart device. Up to 6 (six) curves can be displayed 

simultaneously. Data are automatically uploaded and stored in the BIOPIΧ-T cloud system. The user 

can automatically send the data to a registered email account or check the history of measurements 

directly from the smartphone application.  

Pebble-R can be operated only after scanning a data matrix code provided by BIOPIX-T, which allows 

the PEBBLE-R to execute a number of individual reactions. When a QR code is completely used, the 

device will not operate until a new QR code is scanned. QR codes can be purchased from the website 

of BIOPIX-T. 

The dimensions of Pebble-R are: 18.1cm x 10.7cm x 5.2cm and its weight is <300 gr. The PEBBLE-R 

comes in five different color variations. 

 

3. COMPONENTS AND PACKAGING SPECIFICATIONS 

3.1 List of components 
1. 1 x PEBBLE -R qcLAMP Platform device (including the latest PEBBLE -R firmware) 

2. 1 x AC/DC power supply unit 

3. 1 x power plug (EU, US or UK plug) 
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The PEBBLE -R Platform Android application is located at the Google Store. Access to BIOPIX-T’s 

cloud system is achieved through the application, after registering the device to the user’s 

account. 

 

3.2 List of compartments 
 

Label Description Use 

1 PEBBLE -R qcLAMP Platform Main body of the device 

2 Tube Holder Removable part that accepts the vials 

3 I/O Switch Main power switch 

4 Green LED Light Switched on when system is running a test 

5 Power Socket Plugs to the power-supply, with a 5 V DC 

6 Heating Element Heats the vials 

7 Camera Records the pixels of the color-change in the vials 

8 White LED Lights Illuminates the chamber 

 

 

Figure 3.1: Physical components within the package 
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4. STORAGE AND HANDLING REQUIREMENTS 

Keep dry. Do not expose to water. 
Operate at room temperature (optimum range: 23oC-27oC, functional range: 20oC-30oC ) and 0%-
75% humidity. Do not refrigerate or freeze. 
For long storage, please keep the system within its package at a temperature between 10oC and 
40oC and dry conditions (30%-55% humidity). 

During operation, keep the device away from air currents. 

 
 

5. ADDITIONAL MATERIALS AND EQUIPMENT REQUIRED BUT NOT INCLUDED 

 
A. Equipment 

- Android (compatible with v5.1 to v10.0) based smart device (mobile phone or tablet). It is 

recommended to have a minimum of 4Gb RAM. 

 

B. Consumables 

- PEBBLE-R Runs. (Cat. #000059) 

- PCR Tubes, 0.2 ml. Technical Specifications; Height of Tube with lid: 21.6 mm-21.7 mm, outer 

diameter (OD): 5.9mm-6.1mm). 

 

 

6. WARNINGS AND PRECAUTIONS 

- For Research Use Only (RUO). 
- State guidelines on biosafety should be followed in all circumstances. 
- Do not use this instrument near sources of strong electromagnetic radiation, as these may 

interfere with the proper operation of the PEBBLE -R qcLAMP Platform. It is advised that the 

electromagnetic environment should be evaluated prior to operation of the device. 

- This equipment has been designed and tested to CISPR 11 Class A. 

- Keep clean the reaction chamber. In case of contamination, contact BIOPIX DNA Technology 

P.C. help desk via e-mail (feedback@biopix-t.atlassian.net). 

- The device is neither water-resistant nor waterproof. 

- Always place the device on a flat surface. 

- Use only compatible consumables and equipment that meets the specifications provided by 

BIOPIX-T. 

- Make sure you have a strong Bluetooth connection to avoid unexpected termination of the 

device’s operation. 

- Ensure you have a strong and secure internet connection, to avoid connection loss with the 

cloud service. 

mailto:feedback@biopix-t.atlassian.net
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- Handle with care. If not, parts could detach, dislocate, or deform. In such case, please contact 

BIOPIX DNA Technology P.C. technical support (see section 13.2).  

- Do not disassemble the PEBBLE -R qcLAMP device as it might result to performance issues. 

- Do not touch or move neither the camera nor camera lens. Sensitivity can be significantly 

reduced. 

- Post amplification qcLAMP reaction tubes must not be opened to avoid contamination with 

DNA amplicons, which could result in false positive results. 

- Dispose the used tubes as biological waste.  

- Non-compliance with these warnings and precautions may result on permanent malfunction 

of the system  

- Between runs, it is suggested to leave approximately a 10 min time-space. During this time 

keep the tube holder out of the chamber of PEBBLE -R qc LAMP Platform. 

 

 

 

 

7. INSTRUMENT INSTALLATION 

 

7.1 ACTIONS UPON DELIVERY 

STEP DESCRIPTION IMAGE 

7.1.1 
Check package. If it is damaged do 

not open and contact BIOPIX-T 
technical support. 

 

7.1.2 

Unbox PEBBLE -R components. Take 
out PEBBLE -R qcLAMP Platform, 

power supply body and power plug. 
 

Check the items. If they are 
damaged do not use the system 

prior to contacting BIOPIX-T. 
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7.1.3 

Assemble power supply 
 

Insert power plug in designated 
position on the power supply body, 

push and secure in place. 

 

 

 

7.2 INSTALLATION OF APPLICATION AND REGISTRATION 

7.2.1 

Open Google Play Store on your 
Android device. Search for the PEBBLE -

R Platform application powered by 
BIOPIX-T, download, and install it. 

 

7.2.2 Run application 
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7.2.3 Locate Choose Language option. 

 

7.2.4 
Choose language (current available 
languages are English and Greek) 
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7.2.5 Locate Register button 

 

7.2.6 

Fill in the fields with the requested info. 
In order to register, user has to accept 
the terms of use and privacy policy of 

BIOPIX DNA TECHNOLOGY. 

 

7.2.7 
Click on the REGISTER button. A 

verification code will be sent to your 
registered e-mail account.  
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7.2.8 
To verify and activate your account, 

click on the Activate button. 

 

7.2.9 
Fill in your email assigned to the 

account and the received activation 
code. 
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7.2.10 Click on VERIFY 

 

7.2.11 
After verifying your account, fill-in your 
e-mail and password and click LOGIN. 

 

 
Contact information of BIOPIX DNA 

Technology P.C. are located in section 
13.2 Technical Support. 
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8. TEST PROCEDURE 

 

 

Please read carefully the Instructions for Use of PEBBLE -R qcLAMP Platform before 
starting the test. 

Ensure that your PEBBLE -R qcLAMP Platform device will be operating in 
environmental conditions as described in section 4. STORAGE AND HANDLING 
REQUIEREMENTS and is not exposed directly to air currents. 

Make sure you have a strong and secure internet connection during testing. 

Clickable buttons are depicted as either bright Blue or bright Red. When buttons are 
disabled, their color are either grey, light blue, or light red. 

 

 

8.1 POWERING ON PEBBLE -R qcLAMP Platform 

STEP DESCRIPTION IMAGE 

8.1.1 

Ensure that the device is switched 
off before plugging the power 

supply.  
 

When O is pressed, the device is 
OFF. When I is pressed, the device is 

ON. 

 

8.1.2 Turn on the device. 

 

8.1.3 

You need to wait approximately two 
to three minutes (2-3 min) for the 

system to boot in order to be 
detected via Bluetooth. 

 
If it is the first time that you turn on 
the system, you will have to wait for 

5-6min. 
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8.1.4 
Run PEBBLE -R Platform application 

on your smart device.  

 

8.1.5 

Once the application is active, user 
must login by inserting the 

registered e-mail and password. 
 

 

 
Make sure that you have enabled 

the Bluetooth option on your smart 
device. 
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8.1.6 

After login, you will be redirected to 
the home menu.  

 
A message will appear which will 
inform you regarding the reason 

why the Pebble RUO application has 
to access the device’s location data. 
At this point, you have to accept the 

reason by pressing the ‘ACCEPT’ 
button. 

 
Your smart-device will ask to allow 
Pebble RUO application to access 

device’s location via a popup 
window. To use the application, 

location permissions must be 
allowed. 
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8.1.7 Click on option Connect. 

 

8.1.8 

Available devices will show up 
automatically. You can also scan for 

devices by clicking on the blue 
search button on the bottom right 

corner of the screen.  
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8.1.9 

Once device is found, click on the 
CONNECT button in order to pair 

your smart-device with the 
available PEBBLE -R. 

 
Otherwise, scan again. 
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8.1.10 
You will be automatically redirected 

to hardware diagnostics check 
screen.  

 

8.1.11 
If everything is fine, you will be 
redirected in the next screen. 

 

 

If hardware diagnostics fail, please 
contact BIOPIX-T (see section 13.2 

Technical Support). 
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For example, if temperature sensor 
is disconnected you will see a 

message. Same for camera, led light 
and hardware controls. 

 

8.1.12 

After completing the hardware 
diagnostics check, you will need to 

assign your PEBBLE -R device by 
simply scanning the data matrix 

code. 

 

 
It is found either on the bottom of 

the device or on the side of the 
PEBBLE -R packaging. 
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The assign verification takes place 
only during the first connection of 

the system with a smart device. 

 
 

 

8.2 ADD CONSUMABLES 
STEP DESCRIPTION IMAGE 

8.2.1 

To load RUNS, click on the Add 
Consumables button. 
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8.2.2 

A pop-up window will appear to scan your 
data matrix code (it is located on the back 

side of the KIT package).  
 

Your smart-device will ask to allow 
PEBBLE RUO application to take pictures 
and record video via a popup window.  

 
To use the application, permissions must 

be allowed. 
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8.2.3 
Hold your smart device until the scan is 

successful. 
 

 

 

For any following use of the same kit, you 
will not have to follow the 

aforementioned steps. 
 

For any new purchased kit, you should 
follow the same process. 

 

 

8.3 PERFORM ANALYSIS AND START TESTING 
STEP DESCRIPTION IMAGE 

8.3.1 
Click on Perform analysis 

button. 
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8.3.2 
Click on Number of samples. 

 

 

8.3.3 

Set number of samples 
(ranging from minimum 1 to 

maximum 6) and click ok.  
 

When selecting the number of 
samples, you should include 

your control sample (if 
applicable). 
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8.3.4 
 

Click NEXT 

 

8.3.5 

Select the name of consumable 
that you will use for the run. 

 
You may have more than one 

options, based on the purchased 
PEBBLE-R Runs. 

 
The number of available runs is 

shown on this screen. 
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8.3.6 Click NEXT 

 

8.3.7 

Fill all the required parameters 
needed in order to perform the 

desired experiment. 
 

The application provides the 
capability to set the 

temperature, running time and 
colorimetric dye. 
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8.3.8 Click CONFIRM 

 

8.3.9 

Assign properties to each sample 
you will use (sample type is 

optional, sample ID is 
mandatory). 

 
Based on the number of samples 

you have chosen in step 8.3.3 
(including any control samples) 
the equivalent number of slots 

will be available. 
 

Blue background color indicates 
the current slot that is filled with 

data. 
 

Green border color indicates that 
the slot has no data yet and 
needs to be filled with data. 

 
Grey background indicates that 
the current slot is unavailable.  
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8.4.9 

Click on the various fields and fill 
in the necessary information. 

 
Green background color 

indicates that the data are 
completed for this slot.  

 

 

Please note down the 
information of each sample for 

your own use, since data are 
erased from the screen after the 
end of the test. To get access to 

previous data information please 
refer to section 10. BIOPIX-T 

CLOUD SYSTEM. 
 

 

Please make sure that personally 
identifiable information (e.g. 

passport number, social security 
number, name, etc.) should not 
be used in the Sample ID field. 

 

8.3.11 

Once you assign the properties 
to all samples, the slots are 

activated by changing color from 
white to green. 

  
DO NOT PRESS YET THE START 

BUTTON. 
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8.3.12 

When your samples are 
prepared, push them in the tube 
holder slots starting from A to F. 
Make sure to place them in the 

correct order.  
 

Make sure that tubes are pushed 
all the way in.  

 
Insert the tube holder in the 
PEBBLE -R qcLAMP Platform. 

 
There are guiding paths to make 
sure the tube holder is in place. 

 

8.3.13 

Once you have inserted the tube 
holder inside the main body of 
PEBBLE -R qcLAMP device, click 

the START button. 
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8.3.14 
A short validation process will 

take place. 

 

8.3.15 

A green LED light on top of the 
PEBBLE -R device should light up 

to indicate that the test run 
started. 
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8.3.16 

The data curves are displayed in 
real time on the smart device.  

 
 

 

 
For data readout and decision 
making please refer to section 
10. RESULT INTERPRETATION. 
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The test is programmed to run 
for a specific time, and it will 

stop automatically. In case you 
want to abort the test, simply 

click on the red STOP button on 
the top left corner and Confirm 
that you want to be redirected 

to the home screen. 
 

 

8.4 END OF TEST 

STEP DESCRIPTION IMAGE 

8.4.1 

When the top green LED turns 
off, the test run is completed. 

User can exit from the test 
monitoring screen.  
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8.4.2 
You can now safely remove the 
tube holder part and the vials 

from the tube holder. 

 

 

Please be careful when removing 
the tube holder from the main 

body of PEBBLE -R.  
 

DO NOT OPEN the post-
amplification tubes as there is a 
high risk of contaminating the 

area (including the device).  
 

In case of an incident, please 
contact BIOPIX-T. For tech 

support information refer to 
section 13.2 Technical Support. 

 

 

Do not touch the heating 
element since it reaches high 

temperatures and could resort 
to burn injury. 
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8.5 STOP TEST 

STEP DESCRIPTION IMAGE 

8.5.1 

To stop the test prior to the 
completion of the process, click 
on the red STOP button on the 

top of the test monitoring 
screen. 

 

8.5.2 

A pop-up message will appear. 
Click on CONFIRM and you will 
be automatically redirected to 

the home menu. 
 

Any recorded data up to the stop 
time will be available through 

the cloud service.  
 

For accessing old data, please 
refer to section 9. BIOPIX-T 

CLOUD SYSTEM. 

 

 

9.  BIOPIX-T CLOUD SYSTEM  

 
BIOPIX-T provides to PEBBLE -R users the ability to access past records through its cloud system 

service. The service is integrated into the PEBBLE RUO application.   
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9.1 USE OF CLOUD SYSTEM 

STEP DESCRIPTION IMAGE 

9.1 
To access your data, click on the 
Tests History tab in home menu. 

 

9.2 

You can filter and select by date 
or/and by device of your choice 
(in case you have more than one 

PEBBLE -R qcLAMP Platform). 
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Please make sure that the data 
are visible only by the authorized 

user and the patient that the 
analysis refers to. 

 

 

10. EXPERIMENTAL SETUP AND RESULTS INTERPRETATION 
 

- The duration of a measurement is set by the user. 

- The user can select between two colorimetric dyes; phenol red and HNB 

- The optimum amplification temperature should be experimentally defined by the user. For 

LAMP amplification, which is commonly performed at ~65oC, the optimum temperature may be 

in the range of 73-79oC, depending on the Tm of the primers used.  

- Color change is expressed as color index units on the Y-axis of a real-time curve that is displayed 

on the screen of a smart device. Up to six (6) curves can be displayed simultaneously. 

 

POSITIVE TEST RESULTS 

o The specific time-point at which a change in the slope of the real-time curve occurs (color 

index units increase) corresponds to the “time-to-positive” result (red solid line). This is the 

point at which the two dotted red lines cross each other (Figure 10.1). 

o When a sample is positive for any target, the slope of the curve will change (Figure 10.1).  
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Figure 10.1: Time-to-positive interpretation results when a sample is positive. 
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NEGATIVE TEST RESULTS 

o A negative result is indicated by a flat curve (color index units do not increase) maintained 

throughout the monitoring period.  

o When a sample is negative for any target the slope of the curve WILL NOT CHANGE (Figure 

10.2). 

 

 

11. CLEANING INSTRUCTIONS 

- In case of contamination, use gentle surface decontaminants such as 10% bleach (1:10 
dilution of commercial 5.25-6.0% sodium hypochlorite) or equivalent to disinfect reaction 
chamber and tube holder of the system. 

- Please be careful while cleaning. Do not touch the camera or camera lens. 
- Ensure the tube holder is dry before loading onto the device. 
- Do not use ethanol at the outer parts of the device, as it may cause the loss of color’s intensity.  

 

12. LIMITATIONS OF USE 

 
- PEBBLE -R qcLAMP Platform should be used only for research purposes. 
- For reliable results, it is essential to follow the Instructions for Use (IFU). BIOPIX-T does not 

have any responsibility for data produced from users that deviate from Instructions for Use 
of the product. 

- PEBBLE -R qcLAMP Platform must be used only under environmental specifications as 
described by BIOPIX DNA Technology (please refer to section 4. STORAGE AND HANDLING 
REQUIREMENTS).  
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Figure 10.2: Time-to-positive interpretation results when sample is negative. 
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13. TROUBLESHOOTING 

 13.1 FAILURE ASSESMENT          

 

 

 

FALSE POSITIVES AND NEGATIVES RESULTS 

RESULT POTENTIAL REASON SOLUTION 

False Positive 

Contamination of workspace area Decontaminate with 10% bleach 

Opening of reactions post-

amplification Decontaminate with 10% bleach 

 
Incorrect heating temperature. 

 
Contact BIOPIX-T 

False Negative 

Incorrect heating temperature 
The amplification temperature should be 
set between 73oC and 79oC. Contact 
BIOPIX-T 

Tubes are not properly placed inside 
the tube holder.  

Make sure that the tubes are firmly 
placed in the tube holder 

The presence of LAMP inhibitors or 
interfering substances 

Use purified DNA/RNA template 

PEBBLE -R qcLAMP Platform device 

FAILURE MODE POTENTIAL CAUSE SOLUTION 

Green LED does not light up 
when you start the test 

Failure of green LED 
No action needs to be 

taken. The system 
remains functional. 

Failure of electronics Contact BIOPIX-T 

White LED do not light up 
The run button is not pressed 

Press the start button 

again 

Electrical failure Contact BIOPIX-T 

Device does not power up 

The device is not plugged Plug the device 

Failure of electronics Contact BIOPIX-T 

Device plugged in with wrong power 
supply 

Contact BIOPIX-T 

Power Outage 
Device shuts down if it is not 

connected to a UPS. 

Any data points of the 
experiment are saved to 
your cloud account up to 
the point where device 
lost the power input.  
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- For technical support refer to section 13.2 TECHNICAL SUPPORT. 

 

 13.2 TECHNICAL SUPPORT 
 

For technical support, please contact BIOPIX-T at: 

Address: BIOPIX DNA TECHNOLOGY P.C., Science and Technology Park of Crete, N. Plastira 

100, Vassilika Vouton, GR-700 13, Heraklion, Greece. 

Phone : (+30) 281 0391986 

E-mail: feedback@biopix-t.atlassian.net  

 

 

 

 

Plastic parts are 
deformed/distressed or 

damaged 
Misuse of the system 

Do not use the device. 
Contact BIOPIX-T 

Heating element does not work Electrical failure Contact BIOPIX-T 

Over heating  Temperature sensor is detached Contact BIOPIX-T 

Loss of sensitivity 
Camera lens has relocated, or the 

focus is off. 
Contact BIOPIX-T 

Noisy data 
Illumination of the chamber is not 

constant 
Contact BIOPIX-T 

ANDROID APPLICATION AND CLOUD SYSTEM 
FAILURE MODE POTENTIAL CAUSE SOLUTION 

Inability to install application Incompatible Android version. 
Use a device with a 
compatible version. 

Inability to login to user’s 
account 

Lack of internet access 
Connect to an available 

network 

Inability to connect to the 
device 

User's smart device lacks location 
and Bluetooth modules. 

Use a device with 
enabled the options of 
Bluetooth and location. 

Smart device and PEBBLE -R are out 
of Bluetooth range. 

Try to keep both devices 
within the same room.  

Loss of credential 
The clinician loses his/her 

username/password and is unable 
to login to the account.  

Contact BIOPIX-T 

mailto:support@biopix-t.comsupport@biopix-t.com


PEBBLE -R qcLAMP Platform 

 

41 | I N S T R U C T I O N S  F O R  U S E  
v1.1 16.12.2021 

14. MAINTENANCE 
 

14.1 PEBBLE -R qcLAMP Platform 
PEBBLE -R qcLAMP device does not require a maintenance/ calibration process. 

 

14.2 PEBBLE -R Platform Application 
- PEBBLE -R Platform Application updates will be delivered through the Google’s Play Store. 

- After each release, the users are informed about the changes that have been made to the 

system via an email following the form of release notes. 

These include: 

• Previous Version: Identifies the operating system’s version installed prior to this 

update. 

• New Version: Identifies the operating system’s version that will be installed after 

this update. 

• What’s New: Debriefs what has changed to the new version of the application. 

• Bug Fixes: Explains potential previous bugs and what functionality has been 

restored after they have been resolved. 

• Excluded Features: Identifies which features has been excluded by the new 

version. 

• User Interface (UI) Changes: Identifies the new or replaced user interfaces. 

• Performance Issues: Identifies optimizations of the PEBBLE -R’s system 

performance. 

 

 

15. DISPOSAL INFORMATION  
- All plastic parts are 100% recyclable. 
- Packaging box is 100% recyclable. 

- PEBBLE -R qcLAMP Platform should be disposed as an electronical device according to all 

local, state, country, and federal regulations.  

 

 

16. REFERENCES 
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17. SYMBOLS EXPLAINED 

 

Symbol Title/Meaning/Referent Function/description 

 
Website To identify the website of the manufacturer. 

 

E-mail To identify the e-mail of the manufacturer. 

 

Phone number 
To identify the phone number of the 
manufacturer. 

 

Manufacturer To identify the manufacturer of a product.  

 

Catalogue Number 
Indicates the manufacturer’s catalogue 
number so that the medical device can be 
identified. 

 
Serial Number 

Indicates the manufacturer’s serial number so 
that a specific medical device can be 
identified. 

 
Fragile, handle with care 

Indicates a medical device that can be broken 
or damaged if not handled carefully. 

 

Waste Electrical and Electronic 
Equipment 

To indicate that the product should not be 
discarded as unsorted waste but must be sent 
to separate collection facilities for recovery 
and recycling. 

 

Do not use if package is 
damaged 

To indicate that the device must not be used 
if the package holding the device is damaged. 

 
For Research Use Only 

Indicates a device that is intended to be used 
for research purposes and not as an in vitro 
diagnostic medical device. 

 
Unique Device Identifier 

Indicates a carrier containing Unique Device 
Identifier information. 

 

Keep away from rain/moisture 
To indicate that the transport package and 
stored device shall be kept dry and away from 
rain and water.  

 

Temperature limit 
To indicate the maximum and minimum 
temperature limits at which the item shall be 
stored, transported, or used. 
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Humidity limitation 
To indicate the acceptable upper and lower 
limits of relative humidity for handling, 
transport and storage. 

  

Read operator’s electronic 
manual 

To indicate that the operator’s electronic 
manual or card should be read before 
continuing the operation. 

 
 

Caution 

To indicate that caution is necessary when 
operating the device or control close to where 
the symbol is placed, or to indicate that the 
current situation needs operator awareness 
or operator action to avoid undesirable 
consequences. 

 
Wireless Communications 

To identify the control that enables or 
activates wireless communications. To 
indicate the operational status of the wireless 
communications function. 

 
Use by date 

To indicate that the device should not be used 
after the date accompanying the symbol, for 
example on a medical device or its packaging. 

 
Click here 

To guide the user where to click on the 
application. 

 
Caution, Hot surface 

To indicate that the marked item can be hot 
and should not be touched without taking 
care. 

 
Color Indicator 

To indicate the color of the PEBBLE -R 
qcLAMP device. 

 

18. ABREVATIONS USED 

- CAT#: Catalogue Number 

- DNA: Deoxyribonucleic acid 

- EU: European Union 

- IFU: Instructions for Use 

- LAMP: Loop-mediated isothermal amplification 

- LED: Light Emitting Diode 

- OD: Outer Dimension 

- PCR: Polymerase Chain Reaction 

- qcLAMP: quantitative colorimetric Loop-mediated isothermal amplification 

- RNA: Ribonucleic acid 

- UI: User Interface 

- UK: United Kingdom 

- US: United States 

- UPS: Uninterruptible Power Supply 
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19. DOCUMENT HISTORY CHANGE  
 

REVISION 
NUMBER 

DATE DESCRIPTION CHANGE PEBBLE RUO 
APPLICATION 

1.0 12-Nov-2021 • First Issue 1.0.1 

1.1 16-Dec-2021 • Added step 8.1.6 related to permissions requested by 
the tablet or phone 

• Corrected typo related to storage temperature range 

1.0.1 

 


